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Use Cases

N U AW

BRAS L2 DHCP Radius Proxy Example

BRAS L2 DHCP Relay Agent Example

BRAS L2 ARP Example

BRAS L2 PPPoE Example

Example of Soft-Router (FRR) configuration for BNG L2-Connected
Example of setting up a DHCP server for BNG L2-Connected
Example of how to configure FreeRadius3

Process of AAA authorization for L3 IPoE subscriber sessions


https://wiki.vasexperts.ru/doku.php?id=en:dpi:bras_bng:use_cases:dpi_bestpractice_brasl2radiusproxy
https://wiki.vasexperts.ru/doku.php?id=en:dpi:bras_bng:use_cases:dpi_bestpractice_brasl2dhcprelay
https://wiki.vasexperts.ru/doku.php?id=en:dpi:bras_bng:use_cases:dpi_bestpractice_brasl2arpstaticip
https://wiki.vasexperts.ru/doku.php?id=en:dpi:bras_bng:use_cases:dpi_bestpractice_brasl2pppoe
https://wiki.vasexperts.ru/doku.php?id=en:dpi:bras_bng:use_cases:brasl2softrouter
https://wiki.vasexperts.ru/doku.php?id=en:dpi:bras_bng:use_cases:brasl2dhcp
https://wiki.vasexperts.ru/doku.php?id=en:dpi:bras_bng:use_cases:example_freradius3
https://wiki.vasexperts.ru/doku.php?id=en:dpi:bras_bng:use_cases:dpi_bestpractice_brasl3
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